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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 

IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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Continue to next test station 
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Write test results to RF identification tag 
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Pass fiber end to clip mounted on 
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Rotate mandrel, wrapping optical fiber 
around mandrel 
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Strip, clean and cleave fiber ends 
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Cut optical fiber 



Pass optical fiber to spin drive 



355 



356 



Rotate optical fiber and perform fiber 
deflection test 
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Discard optical fiber 
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Write test results to RF identification tag 
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Continue to next station 



Engage fiber end and deploy a length of 
optical fiber 
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Pass optical fiber to V-groove clips 
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Pass optical fiber to PMD tester and 
perform PMD test 
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